VMD15-20 Series

15~20 FLI)% 4 (15~20 Watts of Output Power)

B HLUEHI A (2:1 Wide Input Range)

TR (1solated Output)

AR ThfE (Overcurrent Protection)

KA B AR9, A% (Short Circuit Protection,Automatic Recovery)
NTIAL E R (Small Package)

VMD 15 - 48 S 05

© © ®@® &
@© #4515 (Series): VMD
@ i Y% (Output Power): 15W. 20W
® HAHJE (Input\Voltage): 24V. 48V. 110V
@ RS (Output Mode): S: HiL (Single)
® & (Output Voltage): 3.3V, 5V. 12V. 15V, 24V
HNRFPE Input Min Nom Max Notes
1 24
B Ve 8 36
Input Voltage 36 48 72
66 110 160
Fia CNT BT E1BI81E
=iz On CNT open or connect to +Vin
Control * 7 CNT 5-Vin fHiEsk #1838 7
Off CNT connect to -Vin
HreErE Output
f ¥k R
v e %E*ﬁ)x 1%
Setpoint Accuracy
PRI +10%( VMD15 ONLY)
Trim Range
+ 0,
Line Regulation +0.2%
ik
+ 0,
Load Regulation +0.5%
B2 3, 3%Vo Pk deviation . .
Dynamic Response 200pS settling time 50~75% load - 50~25% load
gUp S s 50mVp-p Vo<<5Vdc
Ripple and Noise 100mVp-p Other
NMENE=S ¥
RERH +0. 02%/°C
Temperature
i General
R 2 L 1500 Vdc Input-Output
Isolation Voltage 1000 Vdc Input-Output @ Vin=110Vdc
I ES
Switching Frequency 300KHz
Hx .
Efficiency 86% typ
TS ) 5
Hand Soldering Time
MTBF 10X 10°h Bellcore TR332, 25°C
LA -25°C +95°C
Case Temperature -45°C +105°C ZE 2% Military Grade
> =0
(XERTYE 55°C +1257C

Storage Temperature




FHXH
Relative Humidity

10%

90%

TR PR

Short-Circuit Protection

KR A TR

Continuous Automatic Recovery

ns WARE (Vdo) HWHHEE (Vdo) WHER (A)
Model Input Voltage Output Voltage Output Current
VMD15-[1S03 18~36 36~72 66~160 3.3 3.6
VMD15-[1S05 18~36 36~72 66~160 5 3
VMD15-[1S12 18~36 36~72 66~160 12 1.25
VMD15-[1S15 18~36 36~72 66~160 15 1
VMD15-[1524 18~36 36~72 66~160 24 0.625
VMD20-[1S03 18~36 36~72 66~160 33 4.85
VMD20-[1S05 18~36 36~72 66~160 5 4
VMD20-[1S12 18~36 36~72 66~160 12 1.7
VMD20-[1S15 18~36 36~72 66~160 15 1.33
VMD20-[1S24 18~36 36~72 66~160 24 0.83
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FE X PIN 1 2 3 4 5 6
VMD15 +Vin —-Vin CNT -\o TRIM +\Vo
VMD20 +Vin —-Vin NP -\o NP +\Vo

T NPACRICHE

(NP for no pin)




